
  
 
 
 
 



                                                          

 

 
1.  Price Schedule for Machine 

 

1 2 3 4 5 6 7 8 

Item Description Unit Quantity Unit price  

(Site Delivery) 

Total price in figure 

(cols. 4 x 5) 

Total price in 

words 

 

Remarks 

1 

 

 ENT Treatment 
Unit. Set  TWO  

   

Total Amount    

Add 13% Value Added Tax    

Total Including VAT 

 

   

 

 

 

Total Price ………………. …………………………………………………………… (in words) 

 

 

 

Signature and Stamp of Bidder        

 

 

 

Note:  In case of discrepancy between unit price and total, the unit price shall prevail 

 

2. Schedule of Requirements 

The delivery schedule expressed as days/weeks/months stipulates hereafter a delivery date 

which is the date of delivery to the final destination where the Goods is required to be delivered. 

No. Description Quantity Place of Delivery Delivery schedule  days/weeks/months 

from date of Purchase Order 

   
 

ENT Treatment Unit 

 

 

2  (Two) 

Set 

TUTH, 

Maharajgunj, Ktm.  

 

 

 

  

Seven Days 



                                                          

 

Technical Specification for ENT Treatment Unit -2 units 
S N Technical Specifications Bidders Offer 

 Name of the bidder:  

  Manufacturer:  

  Country Of Origin:  

  Type/Brand :  

  Model No.  

1.  ENT Treatment unit should consist of. 

• Suction System 

• Compressed air system  

• Electric power supply for LED light handle                                                                                              

• Mirror pre heater                                                                                                                                                  

 

2.  Make material should be 304 ss/ABS.  

3.  Treatment unit should consist of LED illumination light of 12v as which should have  

different levels of brightness adjustment. 

 

4.  Operating light of treatment unit should have adjustable height and angle  with high 

intensity. 

 

5.  It should have  spray gun with at least 30ml bottle.  

6.  It should have pre heating device for warming sinuscope, laryngoscope.  

7.  Capacity of waste bottle of treatment should be approx. 2500 ml or more.  

8.  Treatment unit should have 1 suction gun equipped with at least 3 pcs nozzle .  

9.  Air compressor must have auto-stop function.  

10.  Suction gun should start working automatically when lifted from its holder and 

should stop when placed back. 

 

11.  Treatment unit should be equipped with positive-negative regulating valve for the 

adjustment of the spray pressure and suction level. 

 

12.  The configuration of treatment unit  includes ;                                                                                  

- Instrument tray,2 pcs 

- Cotton cup, 2 pcs 

- Medical bottle, 3 pcs 

- Built-in waste tank, 1 pc 

- Vacuum pump, 1 pc 

- Compressor, 1 pc  

 

 Terms and Condition  

13.  Should be ISO Certified  

14.  Should provide 1 year warranty  

15.  Complete installation should be done by the bidder it self.  

 


